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Hypot® INTERCONNECTION

  Using the rear panel connections, connect the following cord:

  a.   P/N HS-8-11 - Plug one end into the rear Sense (-) terminal on the 
HYAMP® Ground Bond tester. Plug the other end into the Return 
terminal on the rear panel of the Hypot®.

  b.   P/N 39932 - Plug the blue coded end into the HYAMP Signal Input. Plug 
the red coded end into Hipot Signal Output.

  c.   P/N 39933 - Plug the blue coded end into the HYAMP Signal Output. 
Plug the red coded end into the Hipot Signal Input.

You can interconnect a HYAMP® to all Hypot® models to form a complete test system. 
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INTERCONNECTION OF HYAMP®  SERIES TO HYPOT® SERIES
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Note: Once interconnected, Hypot will disable the auto confi gure system 
settings by turning PLC on.  Disconnecting the cables disables the PLC 
remote.
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P/N 38490 - Plug the black return test lead into the front panel Return terminal on 
the HYAMP®. 

Clip the end of the test lead to chassis ground of the DUT.

P/N 38482 - Plug the red high current lead of the adapter box into the front panel 
Current terminal on the HYAMP®.

Plug the white Alden plug into the front panel High Voltage terminal on the Hipot 
tester.

CONNECTION TO A DEVICE UNDER TEST
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  Plug the DUT line cord into the adapter box.

  Once the test parameters are set, start the test from the HYAMP®.

  If the Ground Bond test passes, the Hipot test will automatically start. If a
  test fails, the test sequence will abort and failure results are displayed.
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For additional information about these and other key features of the HYAMP®, please consult the 
full Operation and Service Manual or call us toll-free 1-800-858-TEST (8378) or +1-847-367-4077
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